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integrované zosilnovace MOC v Eur

* 2x75W RMS (80hm), damping faktor >1000 .
. « 2xRCA(HT), 1XXLR, 2xCOAX, 2xTOS, 1xUSB vstup

* 24bit/192kHz DAC a pre-amp z H300, SoundEngine
. * rozmery: 8x43x34,5cm; vaha 12kg, ierny

H100 « integrovany zosilfiova¢ s USB DAC
* 2x120W RMS (80hm), 630VA, 67000 uF 1599 €
dopredaj * 5xRCA(1xHT), 1xXLR, 1xUSB vstup, 2xPre, 1xRecOut /) - C ,,,,,
* rozmery: 10x43x42,5cm; vaha 16kg, ALU DO gierny - - -
e « integrovany zosilfiova¢ s Control4 ovladanim
Rést v 2499 €

* 2x75W RMS (80hm), SoundEngine3, damping >2000
« 2xRCA(1xHT), 1xXLR, 1xCOAX, 3xTOS, 1xUSB vstup
 1xEthernet (RJ45), 1xPreOut, graficky OLED displej
m =4 « DLNA/UPnP/AirPlay streamer, sluch.predzosilfiovac
* rozmery: 8x43x31cm; vaha 12kg, RC8 DO, biely

. , - " . ‘| Product
* integrovany zosilfiova¢ s DAC a DLNA/AIirPlay 2015-2016

H160 * 2x150W RMS (80hm), SoundEngine, damping >1000
o~ O * 2xRCA(1xHT), 1xXLR, 1xCOAX, 3xTOS, 1xUSB vstup
* 1xEthernet (RJ45), 1xPreOut, 1xRecOut
Q) @ / * DLNA/UPNP/AirPlay streamer, sluch.predzosilfiovac

* rozmery: 12x43x41cm; vadha 19kg, RC8 DO, gierny

* high-end integrovany zosilfiova¢ s DAC
H300 - 2x250W RMS (80hm), damping faktor >1000
dopredaj * 3XRCA, 1xXLR, 1xHT, 2xCOAX, 2xTOS, 1xUSB vstup
demo kus * 1x PreOut RCA, 1xDigitalOut, SoundEngine, NextGen
» 1000VA dual mono, 90000uF, stabilny do 20hm, RC8
» rozmery: 15x43x38cm; vadha 25kg, RC8 DO, gierny

« referenény integrovany zosilfiova¢ s DAC a DLNA/AIirPlay
H360 * 2x250W RMS (80hm), SoundEngine3, damping >4000
m « 2xRCA (1xHT), 1xXLR, 1xCOAX, 3xTOS, 1xXUSB vstup
* 1xEthernet (RJ45), 1x PreOut, 1xFixedOut, 1xCoaxOut,
m * DAC AKM4450, DLNA/UPnP/AirPlay, native DSD128
* RC8, rozmery: 15x43x43cm; vaha 21kg, gierny

predzosilfiovace
P20 » symetricky predzosilfiova¢ 1xXLR, 4xRCA, 1xHTdirect
» rozmery: 6x43x30cm; vaha 10kg, ierny a strieborny

6 499 €

ES‘I Hi
Fl %ellty

P30 * referenény symetricky predzosilfiovac
* 3XRCA, 2xXLR, 1xHTdirect (RCA) vstup, SoundEngine

 rozmery: 6x43x30cm; vaha 10kg, Cierny

koncové zosilnovace
» symetricky koncovy stereo zosilfiova¢
* 2x200W (80hm), SoundEngine, damp.faktor >1000
+ 1000VA dual mono, 90000uF, stabilny do 20hm
* RCA a XLR vstupy, rozmery: 12x43x37cm; vaha 25kg
« Cierny a strieborny

5499 €

HA4ASE * high-end koncovy stereo zosilfiovad
* 2x300W (80hm), SoundEngine, damping faktor >1000
m » 2000VA dual mono, 270000uF, stabilny do 10hm
* RCA a XLR vstupy, 56x150W bipol.tranz., dual output
* rozmery: 21x43x55cm; vaha 45kg, strieborny

8 499 €

« referenény koncovy mono/stereo zosilfiova¢
* 1x1100W(80hm), 2x350W (80hm), damp.faktor >1000

- + 2000VA dual mono, 270000uF, stabilny do 0,50hm
* RCA a XLR vstupy, 56x150W bipol.tranz., SoundEngine
» rozmery: 21x43x55cm; vaha 45kg, ierny
i
digital inputs NextGen EcoFriendly NewFET SystemRemote DualTechnology SoundEngine Hegel Re-Clocking
MOC od 1.4.2017 www.hegel.com Stranal/2
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CD prehravace
* 24bit/192kHz upsampling symetricky CD prehravaé
CDP2A » HegelSuperClock, RCA, XLR, SPDIF out, s/n -120dB

E « rozmery: 8x43x29cm, strieborné a &ierne prevedenie

CDP4A * 24bit/352kHz upsampling symetricky CD prehravac
* SuperClock2, s/n -130dB, skresl.<0.002%, jitter <10ps
dopredaj * rozmery: 8x43x29cm, Cierne prevedenie

Mohi « referencny symetricky CD prehravac
oNnican . nreyodnik z HD30, s/n -145dB, skres!.<0.0015%

E° rozmery: 8x43x29cm, 7kg

« strieborné a Cierne prevedenie

D/A prevodniky a sluchadlové predzosilnovace
HD12 * 32 bit true DSD D/A prevodnik so sluch.predzosilfiovatom
* 24bit/192kHz USB s DSD64 , 1IXCOAX+2xTOS vstup

B+ XLR a RCA vystup, slich.predzosilfiovag, s/n -145dB
« dig.pre-amp s DO, rozmery: 6x21x26¢cm, 3,5kg, Cierny

HD30 « referencny full size D/A prevodnik s DSD
» dual AKM4450 DAC, 1xCoax, 1xBNC, 3xTOS vstup

PP - XLR a RCA vystup, digitalny predzosiliiova¢ s DO
* rozmery: 8x43x29cm; Cierny a strieborny

prislusenstvo
RCS8 * high-end dialkové ovladanie amp+DAC, ¢ierne ALU
RC9 « originalne dialkové ovladanie amp+DAC, plastové

digital inputs NextGen EcoFriendly NewFET SystemRemote

MOC od 1.4.2017 www.hegel.com

iln4CE

DISTRIBUTION:

DualTechnology

SoundEngine

MOC v Eur
2499 €

3-899-€
3099 €

4599 €
new

1299 €

4799 €

Hegel Re-Clocking
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